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In-Dash 1-DIN DVD Multimedia AV Receiver with 7" 
WVGA Touchscreen Display, MIXTRAX, Built-in 

Bluetooth®, and Direct Control for iPod/iPhone and 
Certain Android Phones

www.pioneer-mea.com

Deeper bass and clearer high frequencies sound reproduction is realized with higher dynamic range for greater listening experiences.
With the balanced combination of the parts, higher power handling ability is realized for more impactful sound and vibrant music playback (Max 
Power increased for TS-A1676S and 6" x 9" models).
High-quality appearance and universal design enhance the vehicle interior. High durability can withstand even severe use (fully covered mesh 
grille included for 6" x 9" models).

Key ffSelling Point

Speaker Technology

25 cm 3-Way Speaker 420 W MAX.

Progressive Flex Suspension System 
(P.F.S.S. patented technology, for 6" x 9" models and TS-A1686S)

With exclusive material inherited from Pioneer's high-end PRS Series, this system realizes ideal sound reproduction. At a small input, its soft part makes movement smooth and 
reproduces clear sound and at excessive input, its hard part controls excessive vibration and prevents movement error.
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Displacement

Excessive input 
(irregular situation)
Controls excessive vibration 

High Durability!!
Maximizes power

Small input 
(usually for listening)
Easy to move!

Low resonance frequency!!
Contributes to deep bass sound

Hard part (Hard to move)

Soft part (Easy to move)



For more information please visit

www.pioneer-mea.com
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Main  Specifications

Dimension

Max input                 Nominal Input                Frequency Response                Sensitivity           Impedance                Size                  Tweeter size

420 W 80 W 20 Hz to 31 KHz 92 dB 4Ω 25cm          18 mm
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