
TS-G1045R

In-Dash 1-DIN DVD Multimedia AV Receiver with 7" 
WVGA Touchscreen Display, MIXTRAX, Built-in 

Bluetooth®, and Direct Control for iPod/iPhone and 
Certain Android Phones

www.pioneer-mea.com

Mica-reinforced IMPP cone reproduces natural sound with impressive bass.

Shallow mounting depth and comprehensive lineup allow for wide applications.

Universal cosmetic design suits a variety of automobile interior colors.

Key Selling Point

Speaker Technology

10 cm 2-way speaker 210  W MAX.

Poly-Propylene Center Cap

Heat Resistant Voice Coil

Optimized Magnetic Circuit

Poly-Imide Voice Coil Bobbin

Rubber Coated Cloth Surround Mica Reinforced IMPP Cone
The mica is mixed into the cone material in
precise proportions to optimize cone rigidity
and to reproduce impactful bass.

PEI (Poly-Ether Imide) Balanced Dome 
Tweeter with Neodymium Magnet and 
Magnetic Fluid
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Speedy 
Response!

Vivid 
Sound!

Impactful 
Bass!



For more information please visit

www.pioneer-mea.com
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Main  Specifications

Dimension

Max music power output                  Nominal music power output               Frequency Response                Sensitivity           Impedance                Size            

                 210  W                                                              30 W                                                38 Hz to 29KHz                         84 dB                       4Ω                         10cm
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Reduces a distortion, and expands a high 
frequency range.

Heat Resistant Voice Coil

OFC Short Ring

Optimized Magnetic Circuit

Poly-Imide Voice Coil Bobbin

Rubber Coated 
Cloth Surround

Mica Reinforced IMPP Cone
The mica is mixed into the cone material 
in precise proportions to optimize cone 
rigidity and to reproduce impactful bass.
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Clear Vocal!

Low Distortion!

SPL (Sound Pressure Level)
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